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ABSTRACT 

We describe progress in the development of a calibration target for use in the EOS-MLS 2.5 THz radiometer on NASA's 
CHEM-1 spacecraft. Although the intended use  is as  a stable, isothermal black  body  load at  a frequency of 2.5 THz, the 
design is suitable for use throughout ,the far-infrared (FIR). A wedge design is  used  for the target body to. enhance the 
emissivity to desired levels at 2.5 THz. The body  is  machined from aluminum, giving the  best trade between issues  such as 
cost, thermal conductivity, mass, and strength. The target utilizes a white coating to reduce the destabilizing effects of 
periodic solar illumination. The coating can be made relatively thin to allow accurate temperature measurements of the FIR- 
absorbing  medium.  Emissivity of greater than 0.99 is achieved at 2.5 THz,  while the solar absorptance is estimated at < 0.5. 
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1. INTRODUCTION 

The OH  radical plays a significant role in a great many of the known  ozone destruction cycles, and has become the focus of 
an  important  radiometer development effort for NASA's Earth Observing System (EOS) Chem I satellite, which will monitor 
and study  many tropospheric and stratospheric gases and is scheduled for  launch in 2002 El]. The Microwave Limb  Sounder 
(MLS)  instrument on this satellite is the only  near-term  opportunity to obtain global measurements of this important  radical. 

The  lowest  energy  OH doublets at 2510 and  25 14 GHz fall fortuitously close to  a strong methanol laser line at 2522 GHz. A 
receiver  noise of 20,000 K, SSB is expected to provide enough sensitivity for daily global stratospheric maps of OH above 35 
km and  monthly global maps to 18 km from a Iimb-sounding satellite in polar orbit. These requirements are consistent with' 
the  performance  that  can be obtained from  state-of-the-art room-temperature Schottky diode mixers. The molecular  oxygen 
line at 2502  GHz  can also be monitored as a pressure/altitude indicator. 

The challenges of producing such a sensitive receiver are numerous. Previous work covers the receiver front end  [2];  here we 
discuss the design, fabrication, and testing of the calibration target. The optical components in the receiver chain are shown 
in Figure 1. The beam of the dual-polarization receiver is transformed by a telescope to give a beam waist radius of 
approximately 60 mm at a scan mirror. The scan mirror directs this beam to one of three places: the ambient calibration 
target (ambient temperature, = 295 K), a space view (= 3 K), or the limb  view (signal from the OH  under investigation). The 
ambient calibration target is provides a well defined radiance to calibrate out drifts in receiver performance with  temperature 
fluctuations and aging. This is  used  in conjunction with  the space port  view (= 3 K) to establish a receiver gain  value. 

The  quality  of performance required of the calibration target is dictated by the EOS-MLS desire to have an uncertainty in  the 
absolute value of the measured radiance of less than 3 K in the range  2.520 THz to 2.524 THz. The flow-down of this 
requirement based on our experimental approach  results in the following low-level  requirements: 

I .  Temperature  uniformity across the target  shall be I 1 .O" C 
2. Temperature measurement accuracy I k0.15' C 
3. Emissivity 2 0.99 
4. Negligible standing waves 
5.  Suitable  for space flight use 
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While there are commercially available absorbers which offer quite good emissivity in the 2.5 THz region [3], we  find  that 
due  to various problems (outgassing, thermal conductivity, structural rigidity.. .) these did  not readily fulfill every one of the 
five  low-level  requirements.  Below we discuss the present  approach  which offers what appears to be i n  acceptable solution. 

2. TARGET BODY 

Rather  than attempt to develop a frequency-resonant type of absorber [4], we decided on the more brute force but simpler 
method of a broadband absorber in  an absorption-enhancing configuration. The following issues were addressed in designing 
the structure or body of the target: 

1. Pyramids or wedges will be  used to increase the number of surfaces off which incident radiation must scatter 
before  back-reflection 
2. The tips and bases of the pyramid structures shall be made fine enough to keep direct (zero-order) reflection to 
allowable values 
3. The target size should be large enough to intercept the beam at the -40 dB points to minimize standing wave 
problems (for the = 60 mm beam waist, this requires a target of at least 250 mm  in diameter) . 

4. The target shape must be structurally sound to withstand the stresses of launch vibration, and the target must  fit 
within  the THz receiver module 
5. Target mass  shall  be  minimized  within  the above constraints 
6 .  Target  lifetime shall be greater than 2 years groundktorage and 5 years in  low earth orbit 
7. Illumination by the sun at different orbital positions shall not introduce significant temperature changes or 
gradients 
8. Thermometry must  be provided with adequate resolution and accuracy, giving a true measure of the effective 
black  body temperature of the target 

The calibration target was forced to be in a “potato-chip” shape to fit within the THz receiver module and still intercept the 
beam at the -40 dB point as it reflects from the scan  mirror. Because of this loss of symmetry, a wedge profile was  chosen 
over a pyramidal profile, at the expense of some mass  increase. Examination of various materials gave us confidence that 
only a thin layer (= 200 Fm) of absorber was  needed  to achieve required emissivity. Therefore, a relatively high  thermal 
conductivity body could be used,  then  coated  with a thin  layer of absorber. Aluminum  was  chosen  for  the calibration target 
body  for ease of machining, cost, thermal conductivity, mass,  and strength. 

The shape of the wedges was a trade-off between  mass  and performance. One would  like a small included angle between 
wedges to maximize the number of reflections before back-reflection, but the wedge  must be significantly larger than a 
wavelength to ensure predictable behavior. In addition, reasonably-priced machining techniques cannot produce perfectly 



sharp tips and valleys, so a larger wedge period is desirable to minimize the overall effects of these “seams.” These 
considerations are offset by an increase in mass as one  tends toward large period and sharp  angle. Preliminary 
experimentation  shown in Figure 2 revealed  that “seams” of smaller than  50 pm were  readily achievable using  conventional 
machining  techniques  with a specially-ground tool [ 5 ] .  

Pyramid Bottom Pyramid Top 

Figure 2: Demonstration of precision  machining of pyramid “seams.” 

. _  

Figure 3: Conceptual  view of the calibration target. For scale, the circular projected  diameter of the target is = 250 mm. 

The wedge profile was then fixed at 5 mm height and 5 mm period (60” included angle), resulting in of order 1% of the 
incident energy being subject to only one bounce from the absorbing surface. The supporting structure adds another = 7.5 
mm thickness of aluminum  behind the wedges, which allows enough thermal conductivity for good temperature uniformity, 
and provides  for straightforward temperature sensor mounting. Figure 3 shows a conceptual view of the calibration target, 
with  its  potato-chip shape and mounting bracket. The scan  mirror  rotates  within  the  target  with adequate clearance.  Although 
adding  mass,  the  curved shape greatly enhances structural rigidity, and  we  have demonstrated the target withstands the EOS- 
MLS random  vibration  requirment of 13 g, rms. 

Platinum resistance thermometers (PRTs) are buried in the aluminum support, at seven separate places on the rear of the 
Calibration  target. Thermal modelling can be  used  to estimate the effective black-body temperature of the target based on 
measurements  from these seven PRTs. The PRTs are secured with either Stycast 2850FT/24LV [6]  or  Epo-Tek  T7109 [7] 
high-thermal conductivity electrically-insulating epoxy, the  leads are stress-relieved with  insulated turret terminals, and  the 
wiring is spot-bonded to clear aluminum surfaces of the  target  with Stycast 2850FT/24LV. Figure 4 shows the rear of the 
calibration target and the PRT mounting scheme. Figure 5 shows additional views of the calibration target, including the 
wedge  structures. The white coating is discussed below. 



Figure 1: The rear  face  of  the  calibration  target  and the PRT mounting  scheme. 

Figure 5: Calibration target sidc view and wcdge closcup view. 



3. FIR-ABSORBING  COATING 

Infrared reflectivity measurements on various absorbing coatings were  made  using a Bio-Rad FTS 6000 (Cambridge, MA) 
spectrometer with a wire grid beam splitter and a high temperature ceramic source. The beam  is focused  to a = 1 mm sample 
spot  with  an off-axis paraboloid. We  use  an  Analect (Irvine, CA) biconical  type diffuse reflectance attachment and a Bio-Rad 
Deuteride Triglyceride Sulfide (DTGS) detector optimized for  the FIR. The specular and diffuse reflected light is collected 
within a cone = 22.5" from the specular reflected ray. The coating samples were smooth relative to a wavelength, and 
therefore very little reflected light escapes detection. The measurements were  made relative to a specular gold reference 
target. For our  purposes,  the  gold reference target is assumed  perfectly  reflecting.  The  resolution  was 8 wavenumbers. 

Note  that the angle of incidence is 45", so the effective absorbing film thickness is 42 times the  measured  film  thickness.  The 
60" wedges on the actual calibration target will similarly add  to the path  length of a ray through the absorbing material. To 
avoid  confusion, in the following discussion only the measured  film thickness is stated. 

Initial  measurements were made on somewhat obvious choices for coatings, with some history of FIR and submillimeter use 
[8]. Measurements were concentrated on Nextel Suede [9) and Aeroglaze 2306 with carbon black (Z306LCB)  [IO],  and 
promising results were found: single-bounce reflectivity of = 100 - 150 pm thickness coatings in the range of 5% for the 
Nextel, and 10% for the Z306ICB. However, two issues led  us to abandon these materials: they absorb strongly in the 
visible, making the target sensitive to solar illumination, and they outgas with a troublesome opaque deposit (even after a 
vacuum  bakeout  was  used to fulfill the NASA requirements of total mass loss of < 1% and volatile condensible material of 
< 0.1%). 

In an effort to reduce the effects of solar illumination, a white paint, AZ93 [l 11 was investigated in the FIR. AZ93 is a 
combination of zinc oxide in a potassium silicate binder. This coating has an extensive space-flight history and surprisingly 
good  longevity - less than 4% deterioration in solar absorptance, and less than 1% change in thermal emittance after more 
than 700 equivalent solar hours [12]. Quoted values of solar absorptivity and thermal emittance are I 0.18 and 2 0.88, 
respectively [ l  11. To our knowledge, this publication reports the first study of AZ93 in the FIR. Outgassing is acceptable, 
and adhesion to aluminum is quite good, not worse than  3A  by the ASTM  D3359A test [l 11. The reflectance data shown in 
Figure 6 reveals  that the FIR absorption is quite  good as well. 
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Figure 6: Single-bounce  reflectance  plot of AZ93  with a binder overcoat. Total coating thickness = 200 - 250 pm. The plot 
is comprised  of an average of 6 locations on 3 coated  flat  aluminum witness plates. The reflectance is negligible between 3 
and I O  pm. 



Further  investigation  revealed several more  interesting characteristics of the AZ93: 
adhesion is adequate to withstand  the 13 g, rms vibration  test 
heating to at least 80" C induced no obvious structural  degradation 
rapid  thermal  cycling (dip in liquid  nitrogen)  to 77 K induces no obvious structural or FIR emissivity changes 
the quality of the AZ93 film appears quite sensitive to application and curing conditions (temperature, humidity, 

atmosphere.. .) 
The last  item above refers to the formation of  a chalky film on the surface of the AZ93 during  some  of our tests 
(approximately 50% of the tests show such  behavior). We have  been able to abate this  problem by applying a final  coating of 
10 - 20 pm thick  potassium silicate binder, with  no obvious problems in the FIR as seen in Figure 6 .  The humidity  and 
temperature  of  the application area is tightly controlled, but there is  no obvious correlation seen yet with the formation of the 
chalky  film.  The AZ93 is applied with a low pressure, high  flow spray gun, and, after application to wedges or pyramids,  the 
substrate is turned upside down for curing between coats (this prevents puddling of the low viscosity fluid in the wedge 
bases,  and ensures good coating on the wedge tips). Each coat is = 25 pm thick, and cures for = 30 minutes before  the  next 
coat is applied. 

To  maintain the fidelity of the wedge substrate, it behooves us to minimize the thickness of the absorbing coating. The FIR 
reflectance has been tested for various coating thicknesses (all without the binder overcoat), and is shown in Figure 7. Best 
emissivity is found  for  films at least 200 pm thick, for operation at 2.5 THz (= 120 pm wavelength). 

Figure 7: FIR reflectance (single-bounce) vs. thickness of AZ93 coating on flat aluminum plates. 

4. DISCUSSION 

The FIR reflectance data from the flat aluminum plates  can be extrapolated to give a reasonable guess at the reflectance one 
should  expect from a wedged structure, using the following formula: 



where 0 is the  total  included angle of the groove ( d 3  radians in our case) and Rllat is the reflectivity of the  front surface (e.g. 
from a flat  witness  plate) [13]. Based  on  this  formula, one arrives at 2.5 THz emissivity of better than 0.999 for  the  wedged 
target  described above. Using quoted solar absorptance numbers for  AZ93 [ 1 I ,  121, the same equation implies  the  wedged 
structure reflects  more  than 50% of incident solar power. Coating of surrounding, non-wedged, surfaces with  the same AZ93 
also assists in reducing the target's thermal fluctuations due to solar illumination. Thus, the target appears to  meet  the  needs 
of  the EOS-MLS 2.5 THz radiometer at this time. Nonetheless, improvements can be made - particularly in the art of 
coating  application. It would  be comforting to possess a reliable  procedure for obtaining powder-free coatings at will. 

One  can  hypothesize  that the powder is zinc oxide and  potassium carbonate residue which is released by degradation of the 
potassium silicate binder. A chemical reaction involving carbon dioxide and moisture can cause such degradation, and  can 
be very sensitive to ambient conditions. If future tests find this to be the case, this implies that long-term integrity of the 
coating may depend  on storage conditions, with  best  results  found  using a low humidity storage environment. Additives may 
be  used to improve the robustness of the silicate binder, similar to those  used in common  window glass, although the effort 
involved in testing  such a broad  parameter space is likely  not  cost-effective. 

We do feel, however, that the potassium silicate binder  should be the primary subject of further investigations to improve this 
coating for FIR applications. The silicate is most  likely responsible for the FIR absorption while the zinc oxide serves to 
increase the mid-IR emissivity and the visible reflectance [14] (both useful for maintaining a thermally stable target in the 
presence of solar illumination). The milling of the  zinc oxide pigment with the potassium silicate binder does not appear to 
induce any chemical reaction between these compounds as evidenced by the white (rather than clear) color of the mixture. 
Although  zinc oxide can dissolve in an alkali solvent, it  is  not as reactive as silicate, and thus the silicate stays bonded to the 
potassium  during millingkprayingldrying. 

We have examined a thin coating of the potassium silicate binder (with no zinc oxide pigment), and find indeed that it  is 
quite effective at absorbing FIR radiation. The results are presented in Figure 8. This is consistent with a silicon-to-oxygen 
ratio in the  AZ93 binder such that the Si-0-Si bonds open to rather large angles (and a correspondingly lower vibrational 
"spring  constant")  and  can  be excited by relatively low frequency  radiation. 
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Figure 8: FIR reflectance of = 25 pm thick  potassium silicate binder on a flat aluminum  plate. 

5. CONCLUSION 

Certain silicates, particularly when  used in a "wedged" geometry, can be effectively used as black-body calibration loads in 
the  FIR region. The high thermal conductance  of the rather thin layers needed for FIR absorption allows accurate 
temperature  measurement  of  the actual absorbing layer. Strong, nearly  isothermal support structures can be  used to provide a 
reliable,  easily characterized calibration target for space flight applications. The rather simple doping of the silicate with  zinc 
oxide can enhance  the  films  properties in the  visible  to  mid-infrared  regions  without  seriously affecting the FIR performance. 



Obvious drawbacks to  using  such  an absorber configuration are that  the simple application method (airbrush) of the  low- 
viscosity  coating may  not preserve  the  integrity of the  wedge shape, and  that  the  use of the electrically-insulating silicate will 
result in charging  of  the surface in space-flight use.  Presuming  the “art” of AZ93 application can be fine-tuned to a reliable 
process  without  formation of chalky  films,  the drawbacks are relatively  minor,  and  this coating holds great promise for use  as 
an absorber in the  FIR. 

Future  work will involve further investigation into  the nature and  formation of the chalky residue, the use of the silicate 
binder without zinc oxide pigment, and  more precise exploration, control, and monitoring of the ambient conditions during 
coating  application and storage. 
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